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AC Power Supplies for
Dual Magnetron Sputtering Systems

Output currents (aver.),
per channel, max:

12A / 36A 

Output voltages (aver.),
per channel, max:

650V 

Ignition voltages: 2*1250V

Regulation type: I (A), U (V), P (kW)

Control: Autonom, and Remote:    - Analogs (0…10)V /  digital (0/=5)V ;  or
                                         -  RS-485 (-R” modification), Modbus

Accuracy: +/- 2 %

Repeatability: < 1 %

Dual   Switch:        Arc control: Reaction time <1,5…3 microsec., turn on time <70 microsec.
                             Frequency: 40 kHz fixed for “single impulse” regime, or 40 kHz fixed for impulses 

incide “package” regime 
                   Package’s times: 1 : 1 …..1 : 3 (analog setting)
                                    Pause: 3...5 microsec., for both regimes
                             Protection: 4 levels (digital setting),  25%-50%-75%-120% to I aver. max
                                    Fixing: Arcs per second counter
        Current imp. amplitude: Up to 5 to max average current

Input Voltage:  380…400VAC, 50/60Hz, neutral, ground

Input Current (aver.): According to output power

Sizes:       Inverters: 2*19” rack (4U),  178mm(H) * 482mm(W) * 560mm(D)

                 Switchs (extern.): (210 * 240 * 120)mm,   (230 * 360 * 140)mm 
(plastic, hermetic, water cooling)

Weight (total): 56 kg / 87 kg 
Operating temperature: 5…30 °C,  < 70% humidity

Cooling: Air (12/600 type), Air / water (36/600 type) cooling

                                “ELMD-12/600” (Complekt) “ELMD-36/600”  (Complekt)
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                                 “Single pulse” regime

                                   “Package” regime
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